
MSA Tool Lanyards

Designed to prevent falling 

objects, MSA’s line of tool 

lanyards makes product 

selection simpler by using 

color differentiation  

to identify the weight 

capacity of each lanyard. 

Additionally, the durable 

stainless steel hardware 

supports increased product 

life to maximize your 

investment. All MSA  

Tool Lanyards meet  

ANSI/ISEA 121-2018.



MSAsafety.com

Note: This Bulletin contains only a general description of the products shown. While product uses and performance capabilities are generally described, the products shall not, under any circumstances, be used by untrained or unqualified individuals. The products shall not be used until 
the product instructions/user manual, which contains detailed information concerning the proper use and care of the products, including any warnings or cautions, have been thoroughly read and understood. Specifications are subject to change without prior notice.

MSA operates in over 40 countries worldwide.  
To find an MSA office near you, please visit MSAsafety.com/offices.
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Tool Tether Weight Capacity

P/N 10207312

Tool Tether with Wrist Band,  
2-lb capacity

Polyester webbing width:  
.8" (20mm)

Retracted length:  
9.8" (25cm)

P/N 10207284

Tool Tether with Carabiner and 
Adjustable Loop, 5-lb capacity

Polyester webbing width:  
.8" (20mm)

Retracted length:  
35.4" (90cm)

Extended length:  
47.2" (120cm)     

P/N 10207289

Tool Tether with Carabiner and 
Detach Loop, 5-lb capacity

Polyester webbing width:  
.8" (20mm)

Retracted length:  
35.4" (90cm)

Extended length:  
47.2" (120cm)     

P/N 10207314

Tool Tether with Carabiner and 
Detach Loop, 5-lb capacity

Polyester webbing width:  
.8" (20mm)

Retracted length:  
9.8” (25cm)

P/N 10207287

Tool Tether with Carabiner  
and Loop, 10-lb capacity

Polyester webbing width:  
.8" (20mm)

Retracted length:  
35.4" (90cm)

Extended length:  
47.2" (120cm)     

P/N 10207290

Tool Tether with Double  
Carabiner, 10-lb capacity

Polyester webbing width:  
.8" (20mm)

Retracted length:  
35.4" (90cm)

Extended length:  
47.2" (120cm)     

P/N 10207288

Tool Tether with Carabiner  
and Loop, 15-lb capacity

Polyester webbing width:  
.8" (20mm)

Retracted length:  
35.4" (90cm)

Extended length:  
47.2" (120cm)     

P/N 10207288

Tool Tether with  
Loop Tails, 15-lb capacity

Polyester webbing width:  
.8" (20mm)

Retracted length:  
9.8” (25cm)

P/N 10207285

Tool Tether with Carabiner and 
Adjustable Loop, 10-lb capacity

Polyester webbing width:  
.8" (20mm)

Retracted length:  
35.4" (90cm)

Extended length:  
47.2" (120cm)     

P/N 10207286

Tool Tether with Carabiner and 
Adjustable Loop, 15-lb capacity

Polyester webbing width:  
.8" (20mm)

Retracted length:  
35.4" (90cm)

Extended length:  
47.2" (120cm)     

P/N 10207311

Tool Tether with Double 
Carabiner, 25-lb capacity

Polyester webbing width:  
.8" (20mm)

Retracted length:  
35.4" (90cm)

Extended length:  
47.2" (120cm)     

P/N 10208138

Tool Tether Tape,  
15-lb capacity

Accessory


